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Dear Valued Customers:
Industrial Touchscreen Monitors - Engineered for Precision and Reliability

Orient Display’s industrial touchscreen monitors are designed to meet the rigorous requirements of
industrial and commercial applications. Equipped with an industrial-grade capacitive touch controller,
they deliver high-precision touch accuracy, fast response, and strong anti-interference capability,
ensuring reliable operation in electrically noisy or high-demand environments.

High-brightness TFT panels provide excellent visibility under direct sunlight, making them suitable for
both indoor control stations and outdoor terminals. The full-metal housing and IP65-rated front panel
offer enhanced resistance to dust and water, ensuring stable, long-term performance in harsh
environments.

Available in 7”7, 10.1”, 15.6”, 21.5”, and 32" sizes, these monitors support flexible installation options,
including VESA mount and embedded integration, enabling seamless system design.

Technical Highlights:

e Aluminum alloy enclosure for superior mechanical strength and heat dissipation
e Capacitive multi-touch panel with industrial-grade controller

e Fanless cooling design for silent, maintenance-free operation



e High-brightness, sunlight-readable TFT display for enhanced outdoor performance

e Standard video interfaces (HDMI, VGA) for broad system compatibility

Size 7 10.1" 15.6" 21.5" 32"
Resolution 1024*600 1280*800 1920*1080 1920*1080 1920*1080
Viewing Angle All
Luminance 1000 cd/m2 (Typical)
Lifetime 30,000 Hours
Touch Type Capacitive
Interface ‘ uss
Touch Panel Touch Point Multi-Touch up to 10 points
Transmittance 285%
Surface Hardness 26H
% HDOMI Type-A (HDMI1.4)
b VGA (DB-15 Cannector)
Audio Earphone Out (3.5mm)
Input Type JACK DCOA4B (for 5.5mm*2.1mm DC barrel plug)
PWR Voltage DC 12V DC 24V
. Consumption 73W 10w 15w 2w 3w
Physi cal Dimensions {mm) 210.00%140.40 260.40%177.40 390.00*240.00 53_2.00‘324.00 752.00*450.00
Parameters Net Weight (kg) 078 108 341 5.06 13.09
erating
Environmental Ygr:perat:re 220 I0G
T e Il Storage Temperature -30~ +80°C
Humidity 10 ~ 95% RH {Non-Condensing)

Applications:
Ideal for industrial automation control, self-service kiosks, medical and laboratory

equipment, and commercial terminals where long-term reliability and precise touch input
are critical.

Please contact us (info@orientdisplay.com or sales@orientdisplay.com) for further information and
questions.

Orient Display Team


mailto:info@orientdisplay.com
mailto:sales@orientdisplay.com

